


	



AHD MOBILE DVR
User Manual
	(MR9708C)	


[image: ]



AHD Mobile DVR User Manual                                                      MR9708C


AHD Mobile DVR User Manual                                                      MR9708C

~ 1 ~




~ II ~
Catalogue
Chapter 1  Overview	1
Chapter 2  Quick setup	1
1．Device Installation	1
2. User Login	1
3．Set up the System time	2
4．Set up cameras	2
5．Wizard	3
5.1 Vehicle Information setup	3
5.2 DiskManagement	4
5.3 3G/4G Setup	4
5.4 WIFI Setting	4
5.5 Server setting	5
5.6 NetState	5
Chapter 3  System Menu	6
1.1 Video Playback	6
1.2 Video Backup	7
2．Basic Setting	8
2.1 Date Time setting	8
2.2	Vehicle Information	8
2.3 Preview setting	9
2.4 Video Output	9
2.5 On/Off setting	10
2.6 System setup	11
2.7 System Information	11
3．Network setup	11
3.1 Server setup	12
3.2 3G/4G Setup	12
3.3 WIFI setting	13
3.4 Network State	14
4．Recording Setup	14
4.1 Recording Mode setting	14
4.2 Main Stream	15
4.3 Sub Stream	15
4.4 Recording storage	16
4.5 Recording OSD (On Screen Display)	16
4.6 Image setting	17
4.7 Mirror setting	17
5．Advanced setting	17
5.1 User Management	18
5.2 Driving Habits monitoring	18
5.3 UART setting	18
5.3.1 UART-TTS	19
5.3.2 UART-Serial Net (Pass Through)	19
5.4 Reverse Camera	19
5.5 NetTextShow	20
6．Device Maintenance	21
6.1 Log Inquiry	21
6.2 Disk Management	22
6.3 Related with the Parameter	22
6.4 System upgrading	22
7．Alarm setting	23
7.1 Input Alarm	23
7.2 AlarmOut setting	24
7.3 Video Loss	25
7.4 Fatigue Driving Alarm	25
7.5 OverSpeedAlarm	26
7.6 DiskError	26
Chapter 4  Installation Warnings	27



[bookmark: _Toc77064817][bookmark: _Toc77064900][bookmark: _Toc78097332][bookmark: _Toc78100838][bookmark: _Toc81622619][bookmark: _Toc82933780][bookmark: _Toc456793987][bookmark: _Toc456794252][bookmark: _Toc456794460][bookmark: _Toc456794756][bookmark: _Toc456794864][bookmark: _Toc456795360][bookmark: _Toc456795896][bookmark: _GoBack]
[bookmark: _Toc456797494][bookmark: _Toc456799077][bookmark: _Toc456878575][bookmark: _Toc459909599][bookmark: _Toc77064819][bookmark: _Toc78097334][bookmark: _Toc77064902][bookmark: _Toc78100840][bookmark: _Toc81622621][bookmark: _Toc82933782][bookmark: _Toc472694119][bookmark: _1.2_Terms_and_abbreviations]Chapter 1                      Overview
MR9708C is a DVR designed for Analog HD vehicle monitoring. With built-in high performance image processor and advanced H.264 video compression technology, it provides AHD video recording, storage and playback solution. It has built-in 3G/4G/WiFi module (optional) for remote monitoring, analysis and management. It comes with smart power management system which can recognize the power type automatically. When detected the battery’s voltage is lower than the gaven value, the device will shutdown automatically and keep ultralow standby consumption.
[bookmark: _1.1_Related_documents]
[bookmark: _Toc456793988][bookmark: _Toc456794046][bookmark: _Toc456794103][bookmark: _Toc456794253][bookmark: _Toc456794461][bookmark: _Toc456794757][bookmark: _Toc456794865][bookmark: _Toc456795361][bookmark: _Toc456795897][bookmark: _Toc456797495][bookmark: _Toc456799078][bookmark: _Toc456878576][bookmark: _Toc459909600][bookmark: _Toc472694120]Chapter 2                      Quick setup
[bookmark: _Toc459909601][bookmark: _Toc456793990][bookmark: _Toc456794048][bookmark: _Toc456794105][bookmark: _Toc456794255][bookmark: _Toc456794463][bookmark: _Toc456794759][bookmark: _Toc456794867][bookmark: _Toc456795363][bookmark: _Toc456795899][bookmark: _Toc456797497][bookmark: _Toc456799080][bookmark: _Toc456878578][bookmark: _Toc472694121]1．Device Installation
Please refer to “AHD MOBILE DVR Hardware User Manual (MR9708C)” for the hard disk installation and cables connection.
[bookmark: _Toc459909602][bookmark: _Toc472694122]2. User Login
[bookmark: _Toc456793991][bookmark: _Toc456794049][bookmark: _Toc456794106][bookmark: _Toc456794256]Right click the mouse, you will call out the login interface, please input your UserName, Password, and select your language, click “OK” to login the menu. (The default UserName is admin, without Password), see as following:
[image: QQ截图20161216093917]
[bookmark: _Toc454799239]User Login Interface

Right click the mouse, select “Menu” to start setup in the menu, see as following:
[image: QQ截图20161129163751]
Figure 1.  [bookmark: _Toc454799240]System Menu
“Menu” is the primary menu of the system setup and control, see as following:
[image: QQ截图20161129161603]

Figure 2.  [bookmark: _Toc456793992][bookmark: _Toc456794050][bookmark: _Toc456794107][bookmark: _Toc456794257][bookmark: _Toc456794464][bookmark: _Toc456794760][bookmark: _Toc456794868][bookmark: _Toc456795364][bookmark: _Toc456795900][bookmark: _Toc456797498][bookmark: _Toc456799081][bookmark: _Toc456878579]Primary Menu
[bookmark: _Toc472694123]3．Set up the System time
Path: Basic->DateTime, see as following:

[image: QQ截图20161129161856]
Figure 3.  [bookmark: _Toc454799242]System date and time
TimeSYNC: Date and Time can be synchronized with GPS/BD
[bookmark: _Toc456793993][bookmark: _Toc456794051][bookmark: _Toc456794108][bookmark: _Toc456794258][bookmark: _Toc456794465][bookmark: _Toc456794761][bookmark: _Toc456794869][bookmark: _Toc456795365][bookmark: _Toc456795901][bookmark: _Toc456797499][bookmark: _Toc456799082][bookmark: _Toc456878580][bookmark: _Toc472694124]4．Set up cameras
Path: Menu->Record->Mode. Please set up your cameras’ SignalType, Valid/Invalid. The DVR works with both AHD and general cameras. If you use AHD cameras, please select the first Type, if you use general cameras, please select the third Type, if you use both of general and AHD cameras, please select the second Type. See as following:

 [image: QQ截图20161129162059]
Figure 4.  Recording setting

[image: QQ截图20170119162921]
Figure 5.  [bookmark: _Toc454799243]SignalType setup
PS: If your cameras don’t display image on the monitor, please check this setup.
[bookmark: _Toc456793994][bookmark: _Toc456794052][bookmark: _Toc456794109][bookmark: _Toc456794259][bookmark: _Toc456794466][bookmark: _Toc456794762][bookmark: _Toc456794870][bookmark: _Toc456795366][bookmark: _Toc456795902][bookmark: _Toc456797500][bookmark: _Toc456799083][bookmark: _Toc456878581][bookmark: _Toc472694125]5．Wizard
Path: Menu->Wizard. This Wizard will help you to quick set up the device connect with the server.
[bookmark: _Toc456793995][bookmark: _Toc456794053][bookmark: _Toc456794110][bookmark: _Toc456794260][bookmark: _Toc456794467][bookmark: _Toc456794763][bookmark: _Toc456794871][bookmark: _Toc456795367][bookmark: _Toc456795903][bookmark: _Toc456797501][bookmark: _Toc456799084][bookmark: _Toc456878582][bookmark: _Toc472694126]5.1 Vehicle Information setup
[image: QQ截图20161129162532]
Figure 6.  [bookmark: _Toc454799244]Vehicle information setup
The DVR is using “Device ID” to connect with the server, so please input the correct DeviceID which was registered on the server for your device. The user can modify the VehicleName and PlateNumber according to their requirement. The PlateNumber is the vehicle’s plate number, and it will be displayed in the video.
[bookmark: _Toc456793996][bookmark: _Toc456794054][bookmark: _Toc456794111][bookmark: _Toc456794261][bookmark: _Toc456794468][bookmark: _Toc456794764][bookmark: _Toc456794872][bookmark: _Toc456795368][bookmark: _Toc456795904][bookmark: _Toc456797502][bookmark: _Toc456799085][bookmark: _Toc456878583][bookmark: _Toc472694127]5.2 DiskManagement
Disk need to be formated in the device when using it for the first time. If the disk was not detected by the device, please check the disk lock and make sure it is well locked

[image: QQ截图20161129162657]
Figure 7.  [bookmark: _Toc454799245]Wizard-DiskManagement
[bookmark: _Toc456878584][bookmark: _Toc472694128]5.3 3G/4G Setup
The device will detect the 3G/4G ModuleType automatically. Please insert the right SIM card which corresponding with the ModuleType detected. Please consult your SIM card carrier or search on internet to make sure you put the correct parameters (DialNumber, APN, UserName, Password). If you use VPN, please consult your telecom carrier to get the correct parameters.
 [image: QQ截图20161129162818]
Figure 8.  3G/4G setting
[bookmark: _Toc456793997][bookmark: _Toc456794055][bookmark: _Toc456794112][bookmark: _Toc456794262][bookmark: _Toc456794469][bookmark: _Toc456794765][bookmark: _Toc456794873][bookmark: _Toc456795369][bookmark: _Toc456795905][bookmark: _Toc456797503][bookmark: _Toc456799086][bookmark: _Toc456878585][bookmark: _Toc472694129]5.4 WIFI Setting
The device can save maximum 6 WiFi ESSID (Access Points). It will search, match, connect, and switch automatically. Click the corresponding blank to start WiFi setup. Then click “Search” you will see the available WiFi around your area, select the one your want to connect and input the password and save it.

[image: QQ截图20161129163038]
Figure 9.  [bookmark: _Toc454799246]WIFI setting list
[bookmark: _Toc456793998][bookmark: _Toc456794056][bookmark: _Toc456794113][bookmark: _Toc456794263][bookmark: _Toc456794470][bookmark: _Toc456794766][bookmark: _Toc456794874][bookmark: _Toc456795370][bookmark: _Toc456795906][bookmark: _Toc456797504][bookmark: _Toc456799087][bookmark: _Toc456878586][bookmark: _Toc472694130]5.5 Server setting
IP (or Domain) is your server’s IP (or Domain), the Port should be same with your server setup.

[image: QQ截图20161129163228]
Figure 10.  [bookmark: _Toc454799247]Wizard-Server setting
[bookmark: _Toc456793999][bookmark: _Toc456794057][bookmark: _Toc456794114][bookmark: _Toc456794264][bookmark: _Toc456794471][bookmark: _Toc456794767][bookmark: _Toc456794875][bookmark: _Toc456795371][bookmark: _Toc456795907][bookmark: _Toc456797505][bookmark: _Toc456799088][bookmark: _Toc456878587][bookmark: _Toc472694131]5.6 NetState
Path: Menu->Network->NetState. You can check the state of the network connection of your device here.
Server: Online, it means the device connected with the server.

[image: ]
Figure 11.  [bookmark: _Toc454799248]NetState

[bookmark: _Toc456794000][bookmark: _Toc456794058][bookmark: _Toc456794115][bookmark: _Toc456794265][bookmark: _Toc456794472][bookmark: _Toc456794768][bookmark: _Toc456794876][bookmark: _Toc456795372][bookmark: _Toc456795908][bookmark: _Toc456797506][bookmark: _Toc456799089][bookmark: _Toc456878588][bookmark: _Toc459909612][bookmark: _Toc472694132]Chapter 3                System Menu
[image: QQ截图20161129163751]
Figure 12.  [bookmark: _Toc454799250]System menu

[bookmark: _Toc456794001][bookmark: _Toc456794059][bookmark: _Toc456794116][bookmark: _Toc456794266][bookmark: _Toc456794473][bookmark: _Toc456794769][bookmark: _Toc456794877][bookmark: _Toc456795373][bookmark: _Toc456795909][bookmark: _Toc456797507][bookmark: _Toc456799090][bookmark: _Toc456878589][bookmark: _Toc472694133]1.1 Video Playback
[bookmark: _Toc15807]The device supports one channel video playback, Select “Playback” in the System menu, then you will get the video searching interface, please search the video according to your requirement.
[bookmark: _Toc167792746][bookmark: _Toc183947384][image: PrintScreen-1484835473]
Figure 13.  [bookmark: _Toc454799251]Video searching

The days in yellow are with recorded video. The blue parts in the time line bar are with recorded video. Please move the cursor of your mouse at the corresponding channel and time, and then left click it to replay the video.

If you want to view the video of AV5-AV8 Road, please click on the right and left arrow keys on the right side of the screen, it will show the AV5-AV8 video channel
[image: PrintScreen-1484835486]
Figure 14.  Video searching


[bookmark: _Toc456794003][bookmark: _Toc456794061][bookmark: _Toc456794118][bookmark: _Toc456794268][bookmark: _Toc456794475][bookmark: _Toc456794771][bookmark: _Toc456794879][bookmark: _Toc456795375][bookmark: _Toc456795911][bookmark: _Toc456797509][bookmark: _Toc456799092][bookmark: _Toc456878591][bookmark: _Toc472694134]1.2 Video Backup
[image: C:\Users\Administrator\Desktop\AAA\QQ截图20170120091319.png]
Figure 15.  Video Backup
You can backup the video with an USB drive. There are two backup modes: “Normal backup” and “Event backup”

[image: PrintScreen-1480411810]
Figure 16.  Video file list
Select the video file which you want to backup and then click “Backup”, remove your mouse and insert your USB drive, then the backup will start.
[bookmark: _Toc456794004][bookmark: _Toc456794062][bookmark: _Toc456794119][bookmark: _Toc456794269][bookmark: _Toc456794476][bookmark: _Toc456794772][bookmark: _Toc456794880][bookmark: _Toc456795376][bookmark: _Toc456795912][bookmark: _Toc456797510][bookmark: _Toc456799093][bookmark: _Toc456878592][bookmark: _Toc472694135]2．Basic Setting
The basic setup includes the very basic setup items such as DateTime, Vehicle Information, and Preview etc., See as following:
[image: QQ截图20161129164726]
Figure 17.  [bookmark: _Toc454799253]Basic setting
[bookmark: _Toc14701][bookmark: _Toc456794005][bookmark: _Toc456794063][bookmark: _Toc456794120][bookmark: _Toc456794270][bookmark: _Toc456794477][bookmark: _Toc456794773][bookmark: _Toc456794881][bookmark: _Toc456795377][bookmark: _Toc456795913][bookmark: _Toc456797511][bookmark: _Toc456799094][bookmark: _Toc456878593][bookmark: _Toc472694136]2.1 Date Time setting
[image: QQ截图20161129161856]
Figure 18.  [bookmark: _Toc454799254]Date Time setting
Time synchronization: The system's date and time can be synchronized with GPS/BD.
2.2 [bookmark: _Toc21071][bookmark: _Toc456794006][bookmark: _Toc456794064][bookmark: _Toc456794121][bookmark: _Toc456794271][bookmark: _Toc456794478][bookmark: _Toc456794774][bookmark: _Toc456794882][bookmark: _Toc456795378][bookmark: _Toc456795914][bookmark: _Toc456797512][bookmark: _Toc456799095][bookmark: _Toc456878594][bookmark: _Toc472694137] Vehicle Information
[image: ]
Figure 19.  [bookmark: _Toc454799255]Vehicle Information
Device ID: It is the ID used to connect your device with the server. It should be the same ID which you registered your device on the server.

[bookmark: _Toc3016][bookmark: _Toc456794007][bookmark: _Toc456794065][bookmark: _Toc456794122][bookmark: _Toc456794272][bookmark: _Toc456794479][bookmark: _Toc456794775][bookmark: _Toc456794883][bookmark: _Toc456795379][bookmark: _Toc456795915][bookmark: _Toc456797513][bookmark: _Toc456799096][bookmark: _Toc456878595][bookmark: _Toc472694138]2.3 Preview setting
  [image: QQ截图20161129184237]
Figure 20.  Preview setting
The interface can be set up after the boot screen distribution, open screen polling and delay screen display, the device supports a variety of screen type display 1/2/3/4/8/9.
[image: QQ截图20170119162822]
Figure 21.  [bookmark: _Toc454799256]Preview OSD
OSD: On Screen Display. You can select some information to display on the preview screen (the displayed information is for preview, not for recording)

[bookmark: _Toc472694139]2.4 Video Output

  [image: QQ截图20161129184353]
Figure 22.  Video Output
[bookmark: _Toc456794008][bookmark: _Toc456794066][bookmark: _Toc456794123][bookmark: _Toc456794273][bookmark: _Toc456794480][bookmark: _Toc456794776][bookmark: _Toc456794884][bookmark: _Toc456795380][bookmark: _Toc456795916][bookmark: _Toc456797514][bookmark: _Toc456799097][bookmark: _Toc456878596][bookmark: _Toc472694140]2.5 On/Off setting
On/Off “Ctrl” setting is for starting on and shutting down the device automatically WHEN THE DEVICE IS ON STANDBY AFTER ACC IGNITION OFF. You can set up three time segments.
ACC Delay: You can set up the device to keep working for a gaven time period after the vehicle ACC ignition off. 

[image: QQ截图20161129184429]
Figure 23.  On/Off Control setting

The On/Off “Volt” setting is for setting the voltage to shut down and start on the device, this feature can avoid the device drained the vehicle’s battery.
The device will detect the current voltage automatically, when the vehicle’s battery voltage is lower than the Shut.Volt, the device will shut down automatically to avoid drained the battery. When the voltage is higher than the PowerVolt, the device can be startted on.
 [image: QQ截图20170119163036]
Figure 24.  On/Off Voltage setting

[bookmark: _Toc472692684][bookmark: _Toc472694141]2.6 System setup
[image: QQ截图20161216094104]
Figure 25.  System Setup
[bookmark: _Toc32516][bookmark: _Toc456794009][bookmark: _Toc456794067][bookmark: _Toc456794124][bookmark: _Toc456794274][bookmark: _Toc456794481][bookmark: _Toc456794777][bookmark: _Toc456794885][bookmark: _Toc456795381][bookmark: _Toc456795917][bookmark: _Toc456797515][bookmark: _Toc456799098][bookmark: _Toc456878597][bookmark: _Toc472694142]2.7 System Information
System information includes: Device Model, Serial Number, Hardware & Firmware version etc.
[image: QQ截图20170119162849]
Figure 26.  [bookmark: _Toc454799257][bookmark: _Toc164]System Information
[bookmark: _Toc456794010][bookmark: _Toc456794068][bookmark: _Toc456794125][bookmark: _Toc456794275][bookmark: _Toc456794482][bookmark: _Toc456794778][bookmark: _Toc456794886][bookmark: _Toc456795382][bookmark: _Toc456795918][bookmark: _Toc456797516][bookmark: _Toc456799099][bookmark: _Toc456878598][bookmark: _Toc472694143]3．Network setup
Network setup: This interface is used to set up the necessary parameters to connect the device with the server
[image: QQ截图20161129170258]
Figure 27.  [bookmark: _Toc454799258]Network Setup
[bookmark: _Toc2753][bookmark: _Toc456794011][bookmark: _Toc456794069][bookmark: _Toc456794126][bookmark: _Toc456794276][bookmark: _Toc456794483][bookmark: _Toc456794779][bookmark: _Toc456794887][bookmark: _Toc456795383][bookmark: _Toc456795919][bookmark: _Toc456797517][bookmark: _Toc456799100][bookmark: _Toc456878599][bookmark: _Toc472694144]3.1 Server setup
[bookmark: _Toc20194]IP/Domain is the WAN static ip or domain of your device’s server.
[image: QQ截图20161129171145]
Figure 28.  Server setup
[bookmark: _Toc456878600][bookmark: _Toc472694145]3.2 3G/4G Setup
The device will detect the 3G/4G ModuleType automatically. Please insert the right SIM card which corresponding with the ModuleType detected. Please consult your SIM card carrier or search on internet to make sure you put the correct parameters (DialNumber, APN, UserName, Password). If you use VPN, please consult your telecom carrier to get the correct parameters.
  [image: QQ截图20161129171612]
Figure 29.  3G/4G setup
[bookmark: _Toc24381][bookmark: _Toc456794012][bookmark: _Toc456794070][bookmark: _Toc456794127][bookmark: _Toc456794277][bookmark: _Toc456794484][bookmark: _Toc456794780][bookmark: _Toc456794888][bookmark: _Toc456795384][bookmark: _Toc456795920][bookmark: _Toc456797518][bookmark: _Toc456799101][bookmark: _Toc456878601][bookmark: _Toc472694146]3.3 WIFI setting
The device can save maximum 6 WiFi ESSID (Access Points). It will search, match, connect, and switch automatically. Click the corresponding blank to start WiFi setup. Then click “Search” you will see the available WiFi around your area, select the one your want to connect and input the password and save it.
[image: ]
Figure 30.  [bookmark: _Toc454799260]WIFI Setting List
You can input the ESSID of the WiFi AP but you can also click “Search” to search the available WiFi ESSIDs around your area.

[image: QQ截图20161129171858]
Figure 31.  [bookmark: _Toc454799261]WIFI Searching result

 [image: ]
Figure 32.  [bookmark: _Toc454799262]WIFI setting
Input the password and select the IP type and then click “OK”
[bookmark: _Toc456794013][bookmark: _Toc456794071][bookmark: _Toc456794128][bookmark: _Toc456794278][bookmark: _Toc456794485][bookmark: _Toc456794781][bookmark: _Toc456794889][bookmark: _Toc456795385][bookmark: _Toc456795921][bookmark: _Toc456797519][bookmark: _Toc456799102][bookmark: _Toc456878602][bookmark: _Toc472694147]3.4 Network State
You can check the state of the network connection of your device here. Server “Online” means the device connected with the server succesfully.
[image: ]
Figure 33.  [bookmark: _Toc454799263]Network State
[bookmark: _Toc17062][bookmark: _Toc456794014][bookmark: _Toc456794072][bookmark: _Toc456794129][bookmark: _Toc456794279][bookmark: _Toc456794486][bookmark: _Toc456794782][bookmark: _Toc456794890][bookmark: _Toc456795386][bookmark: _Toc456795922][bookmark: _Toc456797520][bookmark: _Toc456799103][bookmark: _Toc456878603][bookmark: _Toc472694148]4．Recording Setup
Recording setup includes Mode, Main Stream, Sub Stream, Recording OSD, Image, Mirror recording setting.	
[image: QQ截图20161129162059]
Figure 34.  [bookmark: _Toc454799264]Recording setting
[bookmark: _Toc19034][bookmark: _Toc456794015][bookmark: _Toc456794073][bookmark: _Toc456794130][bookmark: _Toc456794280][bookmark: _Toc456794487][bookmark: _Toc456794783][bookmark: _Toc456794891][bookmark: _Toc456795387][bookmark: _Toc456795923][bookmark: _Toc456797521][bookmark: _Toc456799104][bookmark: _Toc456878604][bookmark: _Toc472694149]4.1 Recording Mode setting

[image: QQ截图20170119162921]
Figure 35.  [bookmark: _Toc454799265]Recording Mode setting

Please set up your cameras’ SignalType, Valid/Invalid. The DVR works with both AHD and general cameras. If you use AHD cameras, please select the first Type, if you use general cameras, please select the third Type, if you use both of general and AHD cameras, please select the second Type.
[bookmark: _Toc13860][bookmark: _Toc456794016][bookmark: _Toc456794074][bookmark: _Toc456794131][bookmark: _Toc456794281][bookmark: _Toc456794488][bookmark: _Toc456794784][bookmark: _Toc456794892][bookmark: _Toc456795388][bookmark: _Toc456795924][bookmark: _Toc456797522][bookmark: _Toc456799105][bookmark: _Toc456878605][bookmark: _Toc472694150]4.2 Main Stream
Main Stream will be stored in local disk. This interface shows the current Main Stream setting and the corresponding storage size, you can click any line to set up the corresponding parameters.
[image: QQ截图20170119163101]
Figure 36.  [bookmark: _Toc454799266]Main Stream List
[image: QQ截图20161129172425]
Figure 37.  [bookmark: _Toc454799267]Main Stream AV setting
Bit is adjustable between 1024Kbps-4096Kbps (6 classes image quality).
[bookmark: _Toc24584][bookmark: _Toc456794017][bookmark: _Toc456794075][bookmark: _Toc456794132][bookmark: _Toc456794282][bookmark: _Toc456794489][bookmark: _Toc456794785][bookmark: _Toc456794893][bookmark: _Toc456795389][bookmark: _Toc456795925][bookmark: _Toc456797523][bookmark: _Toc456799106][bookmark: _Toc456878606][bookmark: _Toc472694151]4.3 Sub Stream
SubStream is used for network transmission and backup in local disk
[image: QQ截图20170119163127]
Figure 38.  [bookmark: _Toc454799268]Sub Stream setting
[image: QQ截图20161129172633]
Figure 39.  [bookmark: _Toc454799269]SubStream AV setting
If you use 4G network, you can set up the resolution to be D1, so you can get better effect when you viewing the live video remotely on PC or cell phone.
[bookmark: _Toc472694152]4.4 Recording storage
 [image: QQ截图20161129172756]
Figure 40.  Recording storage
The device supports dual storage (or you can say “Mirror storage), means you can store the same recording in both HDD and SD at same time. For example, you can store the main stream in HDD and sub stream in SD card, when the HDD has error and doesn’t work, you can still get backup video from the SD card (sub stream).
[bookmark: _Toc30918][bookmark: _Toc456794018][bookmark: _Toc456794076][bookmark: _Toc456794133][bookmark: _Toc456794283][bookmark: _Toc456794490][bookmark: _Toc456794786][bookmark: _Toc456794894][bookmark: _Toc456795390][bookmark: _Toc456795926][bookmark: _Toc456797524][bookmark: _Toc456799107][bookmark: _Toc456878607][bookmark: _Toc472694153]4.5 Recording OSD (On Screen Display)
You can set up the information you want to be recorded in the video.

[image: QQ截图20161129172916]
Figure 41.  [bookmark: _Toc454799270]Recording OSD
[bookmark: _Toc4283][bookmark: _Toc456794019][bookmark: _Toc456794077][bookmark: _Toc456794134][bookmark: _Toc456794284][bookmark: _Toc456794491][bookmark: _Toc456794787][bookmark: _Toc456794895][bookmark: _Toc456795391][bookmark: _Toc456795927][bookmark: _Toc456797525][bookmark: _Toc456799108][bookmark: _Toc456878608][bookmark: _Toc472694154]4.6 Image setting
Image setup is used to adjust to camera’s image effect, please set up it carefully.

[image: QQ截图20170119165828]
Figure 42.  [bookmark: _Toc454799271]Image setup

[bookmark: _Toc29181][bookmark: _Toc456794020][bookmark: _Toc456794078][bookmark: _Toc456794135][bookmark: _Toc456794285][bookmark: _Toc456794492][bookmark: _Toc456794788][bookmark: _Toc456794896][bookmark: _Toc456795392][bookmark: _Toc456795928][bookmark: _Toc456797526][bookmark: _Toc456799109][bookmark: _Toc456878609][bookmark: _Toc472694155]4.7 Mirror setting
This feature can turn over the camera’s image horizontally or verticaly (for both preview and recording)
[image: QQ截图20170119163243]
Figure 43.  [bookmark: _Toc454799272]Mirror setting
5． [bookmark: _Toc9160][bookmark: _Toc456794021][bookmark: _Toc456794079][bookmark: _Toc456794136][bookmark: _Toc456794286][bookmark: _Toc456794493][bookmark: _Toc456794789][bookmark: _Toc456794897][bookmark: _Toc456795393][bookmark: _Toc456795929][bookmark: _Toc456797527][bookmark: _Toc456799110][bookmark: _Toc456878610][bookmark: _Toc472694156]Advanced setting	
This interface is used for UserManagement, Driving Habits monitoring, UART port setting, Temperature Sensor, Reverse Lines setting, displaying the text received from the server.
[image: QQ截图20161129173310]
Figure 44.  [bookmark: _Toc454799273]Advanced setting
[bookmark: _Toc23267][bookmark: _Toc456794022][bookmark: _Toc456794080][bookmark: _Toc456794137][bookmark: _Toc456794287][bookmark: _Toc456794494][bookmark: _Toc456794790][bookmark: _Toc456794898][bookmark: _Toc456795394][bookmark: _Toc456795930][bookmark: _Toc456797528][bookmark: _Toc456799111][bookmark: _Toc456878611][bookmark: _Toc472694157]5.1 User Management
You can add, modify, delete users, and modify the login username and privileges.

[image: QQ截图20161129173438]
Figure 45.  [bookmark: _Toc454799274]User Management
[bookmark: _Toc10384][bookmark: _Toc456794023][bookmark: _Toc456794081][bookmark: _Toc456794138][bookmark: _Toc456794288][bookmark: _Toc456794495][bookmark: _Toc456794791][bookmark: _Toc456794899][bookmark: _Toc456795395][bookmark: _Toc456795931][bookmark: _Toc456797529][bookmark: _Toc456799112][bookmark: _Toc456878612][bookmark: _Toc472694158]5.2 Driving Habits monitoring
(this feature is under developing)

[image: QQ截图20161129173558]
Figure 46.  Driving Habits monitoring
 
[bookmark: _Toc456794025][bookmark: _Toc456794083][bookmark: _Toc456794140][bookmark: _Toc456794290][bookmark: _Toc456794497][bookmark: _Toc456794793][bookmark: _Toc456794901][bookmark: _Toc456795397][bookmark: _Toc456795933][bookmark: _Toc456797531][bookmark: _Toc456799114][bookmark: _Toc456878614][bookmark: _Toc472694159]5.3 UART setting
This device has 1 UART port (TTL). You can connect some peripheral devices such as TTS (Text To Speech), Network Pass Through etc with the DVR vai our UART convertor. 
[image: QQ截图20161129173701]
Figure 47.  [bookmark: _Toc454799277]UART setting list
[bookmark: _Toc18450][bookmark: _Toc456794026][bookmark: _Toc456794084][bookmark: _Toc456794141][bookmark: _Toc456794291][bookmark: _Toc456794498][bookmark: _Toc456794794][bookmark: _Toc456794902][bookmark: _Toc456795398][bookmark: _Toc456795934][bookmark: _Toc456797532][bookmark: _Toc456799115][bookmark: _Toc456878615][bookmark: _Toc472694160]5.3.1 UART-TTS
Select UART to get into UART setting interface.
Select “TTS” in the drop-down box of “Function”. Config the parameters as per the picture followed:

[image: QQ截图20161129173759]
Figure 48.  [bookmark: _Toc454799278]UART setting
[bookmark: _Toc18506][bookmark: _Toc456794027][bookmark: _Toc456794085][bookmark: _Toc456794142][bookmark: _Toc456794292][bookmark: _Toc456794499][bookmark: _Toc456794795][bookmark: _Toc456794903][bookmark: _Toc456795399][bookmark: _Toc456795935][bookmark: _Toc456797533][bookmark: _Toc456799116][bookmark: _Toc456878616][bookmark: _Toc472694161]5.3.2 UART-Serial Net (Pass Through)
Select UART to get into UART setting interface.
Select “SerialNet”（PassThrough）in the drop-down box of “Function”. Config the parameters as per the picture followed:
[image: QQ截图20161129173922]
Figure 49.  [bookmark: _Toc454799279]UART setting
[bookmark: _Toc456878618][bookmark: _Toc472694162]5.4 Reverse Camera
The DVR comes with Reverse camera function. Any channel can be used as reverse camera, click “Zone” to set up the reverse assistance lines.
 [image: QQ截图20161129174555]
Figure 50.  Reverse camera setting
PS: Normally we will select “On” at “AV OUT”. If you select “Off”, the screen will sleep when there is no operation for a while.


The assistance lines are adjustable (dragging the blue points)
[image: ]
Figure 51.  Assistance lines setting

[bookmark: _Toc472694163]5.5  NetTextShow
The device can display and broadcast the text received from the server. (If you want broadcast the text, you need to connect TTS device with the DVR.)  
[image: QQ截图20161129184545]
Figure 52.  NetTextShow
You can set up the display time duration of the text.
[image: QQ截图20161129184615]
Figure 53.  TTS broadcasting
If you waant to broadcast the text received by TTS device, please click “Uart Set” to set up it first.
[bookmark: _Toc544][bookmark: _Toc456794028][bookmark: _Toc456794086][bookmark: _Toc456794143][bookmark: _Toc456794293][bookmark: _Toc456794500][bookmark: _Toc456794796][bookmark: _Toc456794904][bookmark: _Toc456795400][bookmark: _Toc456795936][bookmark: _Toc456797534][bookmark: _Toc456799117][bookmark: _Toc456878619][bookmark: _Toc472694164]6．Device Maintenance
设“Device Maintenance” includes the basic maintenance of the device such as Log searcing, Disk Management, Config parameter import/export, System Upgrading.
[image: QQ截图20161129185223]
Figure 54.  [bookmark: _Toc454799280]Device Maintenance.
[bookmark: _Toc13224][bookmark: _Toc456794029][bookmark: _Toc456794087][bookmark: _Toc456794144][bookmark: _Toc456794294][bookmark: _Toc456794501][bookmark: _Toc456794797][bookmark: _Toc456794905][bookmark: _Toc456795401][bookmark: _Toc456795937][bookmark: _Toc456797535][bookmark: _Toc456799118][bookmark: _Toc456878620][bookmark: _Toc472694165]6.1 Log Inquiry
Inquiry the system’s running log according to the required Log Type and Time Range.

[image: QQ截图20161129185411]
Figure 55.  [bookmark: _Toc454799281]Log inquiry
The log will record the device’s exception, local operation, system on/off, alarm information etc.
[bookmark: _Toc15398][bookmark: _Toc456794030][bookmark: _Toc456794088][bookmark: _Toc456794145][bookmark: _Toc456794295][bookmark: _Toc456794502][bookmark: _Toc456794798][bookmark: _Toc456794906][bookmark: _Toc456795402][bookmark: _Toc456795938][bookmark: _Toc456797536][bookmark: _Toc456799119][bookmark: _Toc456878621][bookmark: _Toc472694166]6.2 Disk Management
You can check the status of the disk here.
[image: QQ截图20161129185607]
Figure 56.  [bookmark: _Toc454799282]Disk Management
The disk need to be formatted in the device when you use it for the first time.
[bookmark: _Toc23770][bookmark: _Toc456794031][bookmark: _Toc456794089][bookmark: _Toc456794146][bookmark: _Toc456794296][bookmark: _Toc456794503][bookmark: _Toc456794799][bookmark: _Toc456794907][bookmark: _Toc456795403][bookmark: _Toc456795939][bookmark: _Toc456797537][bookmark: _Toc456799120][bookmark: _Toc456878622][bookmark: _Toc472694167]6.3 Related with the Parameter
Import/Export is used to import/export the setup and config information for setup in batch.
After setted up one device, export the setup parameters with your USB disk, then insert the USB disk into other device’s USB port and re-power on the device, it will get the setup parameters utomatically. (If you don’t want to re-power on the device, you can import the setup paramaters in menu, see as followed)

 [image: QQ截图20161129185720]
Figure 57.  [bookmark: _Toc454799283]Import/Export
PLEASE USE THE RESTORE FUNCTION CAREFULLY TO AVOID THE LOST OF YOUR IMPORTANT DATA
[bookmark: _Toc27731][bookmark: _Toc456794032][bookmark: _Toc456794090][bookmark: _Toc456794147][bookmark: _Toc456794297][bookmark: _Toc456794504][bookmark: _Toc456794800][bookmark: _Toc456794908][bookmark: _Toc456795404][bookmark: _Toc456795940][bookmark: _Toc456797538][bookmark: _Toc456799121][bookmark: _Toc456878623][bookmark: _Toc472694168]6.4 System upgrading
Please format your USB disk as FAT32 type and copy the upgrading file to the root directory of the USB disk. Then re-power on the device, it will upgrade automatically. If you don’t want to re-power on the device, you can upgrade it in the menu “Import/Export”. Select the upgrading type, click OK, then insert the USB disk. The system will detect the USB disk and the file and then upgrade automatically.
[image: QQ截图20161129185824]
Figure 58.  [bookmark: _Toc454799284]System upgrading
   
[image: QQ截图20161130104453]
[bookmark: _Toc454799285]Upgrading progress
PS: You can insert the USB disk which with the upgrading file, and then re-power on the device, it will upgrade automatically. You can also upgrade the device remotely from PC CMS software if your device has 3G/4G or WiFi function.  
[bookmark: _Toc12410][bookmark: _Toc456794033][bookmark: _Toc456794091][bookmark: _Toc456794148][bookmark: _Toc456794298][bookmark: _Toc456794505][bookmark: _Toc456794801][bookmark: _Toc456794909][bookmark: _Toc456795405][bookmark: _Toc456795941][bookmark: _Toc456797539][bookmark: _Toc456799122][bookmark: _Toc456878624][bookmark: _Toc472694169]7．Alarm setting
Alarm setup interface includes the setting related to all alarm types, such as I/O alarm, Video Loss, Fatigue Driving, Over Speed, Disk error.
[image: QQ截图20161129185940]
Figure 59.  [bookmark: _Toc454799286]Alarm setting

[bookmark: _Toc30840][bookmark: _Toc456794034][bookmark: _Toc456794092][bookmark: _Toc456794149][bookmark: _Toc456794299][bookmark: _Toc456794506][bookmark: _Toc456794802][bookmark: _Toc456794910][bookmark: _Toc456795406][bookmark: _Toc456795942][bookmark: _Toc456797540][bookmark: _Toc456799123][bookmark: _Toc456878625][bookmark: _Toc472694170]7.1 Input Alarm
The device has 4 alarm inputs, 2, 4 are positive trigger, 1, 3 are positive/negative trigger (optional)
[bookmark: _Toc114]   [image: QQ截图20161129190157]
Figure 60.  [bookmark: _Toc454799287]Input Alarm list
Click the corresponding lines to setup
[image: QQ截图20161129190359]
Figure 61.  Input Alarm setting
[bookmark: _Toc454799238]There are three input modes: high level, low level and open. For positive trigger, the normal trigger level is high, but if the reversed logic is enabled, the trigger level is changed to low level and open. It is same for negative trigger.

[bookmark: _Toc456794035][bookmark: _Toc456794093][bookmark: _Toc456794150][bookmark: _Toc456794300][bookmark: _Toc456794507]Alarm Input Trigger status list
	Alarm Trigger
	Positive trigger  
	Negative trigger

	Reversed Logic
	No
	High level
	Low level

	Reversed Logic
	Yes
	Low level/Open
	High level/Open



[bookmark: _Toc456878626][bookmark: _Toc472694171]7.2 AlarmOut setting
You can set up the type of alarm output (interact, remote, manual), Manual is used to debug the device.

[image: QQ截图20161129190938]
Figure 62.  AlarmOut Setting
 [image: QQ截图20161129191035]
Figure 63.  Alarm Out Types
[bookmark: _Toc456794803][bookmark: _Toc456794911][bookmark: _Toc456795407][bookmark: _Toc456795943][bookmark: _Toc456797541][bookmark: _Toc456799124][bookmark: _Toc456878627][bookmark: _Toc472694172]7.3 Video Loss
Video Loss alarm will be triggered if there is no camera or wrong type camera were connected with a valid channel.
[image: QQ截图20161129191741]
Figure 64.  [bookmark: _Toc454799289]Video Loss alarm setting
[bookmark: _Toc4310][bookmark: _Toc456794036][bookmark: _Toc456794094][bookmark: _Toc456794151][bookmark: _Toc456794301][bookmark: _Toc456794508][bookmark: _Toc456794804][bookmark: _Toc456794912][bookmark: _Toc456795408][bookmark: _Toc456795944][bookmark: _Toc456797542][bookmark: _Toc456799125][bookmark: _Toc456878628][bookmark: _Toc472694173]7.4 Fatigue Driving Alarm
The Fatigue Driving time is calculated since the device was started.
In this interface you can set up the fatigue driving time, to remind the driver to avoid fatigue driving.

[image: QQ截图20161129191453]
Figure 65.  [bookmark: _Toc454799290]Fatigue Driving setting
[bookmark: _Toc20001][bookmark: _Toc456794037][bookmark: _Toc456794095][bookmark: _Toc456794152][bookmark: _Toc456794302][bookmark: _Toc456794509][bookmark: _Toc456794805][bookmark: _Toc456794913][bookmark: _Toc456795409][bookmark: _Toc456795945][bookmark: _Toc456797543][bookmark: _Toc456799126][bookmark: _Toc456878629][bookmark: _Toc472694174]7.5 OverSpeedAlarm
[image: QQ截图20161129191611]
Figure 66.  OverSpeedAlarm Setting
[bookmark: _Toc21644][bookmark: _Toc456794038][bookmark: _Toc456794096][bookmark: _Toc456794153][bookmark: _Toc456794303][bookmark: _Toc456794510][bookmark: _Toc456794806][bookmark: _Toc456794914][bookmark: _Toc456795410][bookmark: _Toc456795946][bookmark: _Toc456797544][bookmark: _Toc456799127][bookmark: _Toc456878630][bookmark: _Toc472694175]7.6 DiskError
You can set up alarm when there is Disk Error detected by the device

[image: QQ截图20161129191226]
Figure 67.  [bookmark: _Toc454799292]Disk Error setting



[bookmark: _Toc472694176]Chapter 4                  Installation Warnings
For safely using and long service life, please respect these Warnings when insalling and using the device:
1. When you received the product, please open the box and check the device and accessories. If there is anything damaged or missing, please contact your seller.

2. When installing and operating the device, please respect the standard of all electronics and the connecting requests of the vehicle and other devices

3. Please double check the input power voltage, it should be 8-36V DC, to avoid the damage caused by wrong voltage.

4. The device should work in the permitted temperature and humidity.

5. There should be enough space and fire resistant pipes on the external cables of the device to avoid electric leakage caused by abrasion and aging.

6. The installation and construction should be compliant with the standard of the government.
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